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30” wide,
Epicure™ All Gas range

EGr30

27” (686mm) 
26” (660mm) 

28 1/2” (724mm) 

35 3/4” - 37 3/4” 
(908mm - 959mm) 

Finished Side Panel

24 3/8” (619mm) Rear of Control Panel/Oven Door 
Face of Control Panel/Oven Door 
Front Edge of Bullnose 
Handle

6” (152mm) Backguard 
1 9/16” 

(40mm)
When Backguard and 
Side Panels are
removed,the overall
depth decreases 
by 1” (25mm) 
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(Slide-In, Freestanding Installation)

29 1/4" (743mm) 
30 1/16" (764mm) 

3/4" (19mm) 
Max. backsplash 

1/4" (6mm) 
Min. flat ledge 
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(Slide-In, Self-Rimming Installation with Side Panels and Backguard Removed)

NOTE:
1.  When backguard is removed, 
 the side panels must be removed.
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NOTES:
1.  utilities may be located in the lower left corner of 

the adjacent right cabinet. (Recommended)
2. Contact your local building department to verify 

compliance with local code interpretation.
3.  Dacor rear top trim (part# 26793; shipped with unit) 

must be used if backguard and side panels are 
removed.

4. See the Combination Installation (CI) Section if 
installing with a downdraft.

30” wide,
Epicure™ All Gas range

EGr30

Model No.

Dedicated
Circuit

Required

Total 
Connected 

Load Gas Type

Approximate
Shipping 
Weight

EGR30 120VAC, 60Hz, 
15A

(Breaker)
0.7kW (7A)

Natural
377 lbs.

EGR30LP Liquid 
Propane

"A"

18” (457mm) Min.
Both Sides

30" (762mm) Min. from finished countertop
to combustible/non-combustible surface

Recommended
Utility Location

10” (254mm) Min.
from edge of cooktop

to combustible side wall 
above finished countertop

(both sides)

Model No. “A” Minimum Hood Width “A” Recommended Hood Width
EGR30

30” (762mm) 36” (914mm)
EGR30LP

UPPEr CAbINET DImENsIoNs
(Upper Cabinets 13” (330mm) Maximum Depth)
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