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B
C

UNDERCOUNTER CABINET CUTOUT

AA 24” (61.0 cm)*

BB Min. 34 1/2” (87.6 cm)

Max. 35 1/8” (89.2 cm)

CC 24” (61.0 cm)

*24” width for cabinet only.  24 1/4” (61.6 cm)
need for cabinet and door width clearance if
door is recessed between cabinets.

SPECIFICATIONS/DIMENSIONS
PROFESSIONAL SERIES
BBaassiicc  EElleeccttrriicc  DDaattaa
•115 VAC/60 Hz
•Maximum amps - 3.3
•Approximate Shipping Weight - 140 lbs. (63.2 kg)

Min. 34 1/4”
(87.0 cm)
Max 35”
(88.9 cm)
with leveling
legs fully
extended

30 3/4”
(78.1 cm)

23 7/8” (60.6 cm)

47 1/4” (120.0 cm)

22” (55.9 cm)

24 3/8” (61.9 cm)

26 7/8” (68.3 cm)
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SPECIFICATIONS/DIMENSIONS
DESIGNER SERIES
BBaassiicc  EElleeccttrriicc  DDaattaa
•115 VAC/60 Hz
•Maximum amps - 3.3
•Approximate shipping weight - 140 lbs (63.2 kg)

Front View

30 3/4”
(78.1 cm)

Mín. 
34 1/4” 

(87.0 cm)
Max.
35”

(88.9 cm)
with leveling

legs fully
extended

23 7/8” (60.6 cm)

Side View
DUAR

22” (55.9 cm)

24 3/8” (61.9 cm) 

25 3/8” ( 64.5 cm)

47 1/4” (120.0 cm)

Side View
DFUR

22” (55.9 cm)

24 3/16” (61.4 cm) 

47 1/4” (120.0 cm)

(to front of locally supplied
custom panel



5

CUSTOM WOOD FRAME INSTALLATION INSTRUCTIONS
(DFUR MODEL) 
Note:  Weight of wood panel must not exceed 20 lbs.

WWoooodd  SSccrreewwss
1.  A #8 pan head wood screw should be used to properly secure the wood frame. A total of 10 screws will be needed

for a 3 1/2” (8.9 cm) kickplate or 8 screws for a 4” (10.2 cm) kickplate. 
2.  Only use pan head screws. 
3.  DO NOT select a screw that is longer than the wood thickness at

the screw locations. 
4.  Use recommended pilot holes for the frame material. (See chart) 

WWoorrkkiinngg  MMaatteerriiaall WWoooodd  SSccrreeww  SSiizzee  ##88
Hardwood 3/32 (0.24 cm) 
Softwood 5/64 (0.20 cm)

AAsssseemmbblliinngg  DDoooorr  HHiinnggee  BBrraacckkeettss
(Disregard if hinge brackets are already attached) 

1.  Attach the top and bottom door hinge brackets to the door with the #10-32 machine screws and a 1/8” allen head
driver as shown in Figure 1 below. 

2.  Press in the shoulder bushings to the top and bottom door hinge brackets. Make certain that the shoulder is to the
outside of the door as shown in Figure 1 below. 

3.  Test fit the door to the unit to make certain door will hang correctly. The door is hung correctly when the top of the
door is parallel to the top of the unit. (See Figure 2) Adjustments can be made by loosening the door hinge
machine screws and moving the door hinge brackets on the door. 

4.  Tighten all four (4) machine screws after adjustments have been made. 
5.  Remove the door from the unit by removing the units top hinge set screw and angling the door off of the bottom

hinge pin. 

Figure 1

Shoulder Bushing

Door Hinge Bracket

#10-32 Machine
Screw

Door Hinge
Screw Holes

Door Front
Surface

TTyyppiiccaall  TToopp  aanndd  BBoottttoomm
DDoooorr  HHiinnggee  BBrraacckkeett
AAsssseemmbbllyy

Figure 2

This surface parallel to the unit.  
(Right hinge door shown
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Selecting and Preparing the Wood Frame (DFUR MODEL) 
FFOORR  AA  33--11//22””  TTOOEE  KKIICCKK

((CCOOVVEERRSS  TTHHEE  EENNTTIIRREE  DDOOOORR  EEXXTTRRUUSSIIOONN))
MMiinn..  55//88””  ((11..77  ccmm))
MMaaxx..  33//44””  ((11..99  ccmm))
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OOPPTTIIOONNAALL  FFOORR  44””  TTOOEE  KKIICCKK
TTOO  MMAATTCCHH  EEXXIISSTTIINNGG  CCAABBIINNEETTRRYY  TTOOEE  KKIICCKK  HHEEIIGGHHTT

MMiinn..  55//88””  ((11..77  ccmm))
MMaaxx..  33//44””  ((11..99  ccmm))

2299  1133//1166””
((7755..77  ccmm))

PPrree--ddrriilllleedd  ppiilloott  hhoolleess
88  ppllaacceess
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Attaching the Wood Frame to the Door (DFUR MODEL) 
1.  If the door is attached to the unit, remove by unscrewing the top allen head set screw at the top hinge. Remove

the door by angling the door off of the bottom hinge pin. 
2.  Peel back the door gasket to expose the screw holes. 
3.  Set the wood frame flush to the front of the door in the desired location. Clamp the wood frame to the door if

necessary.  
4.  Insert the wood screws through the back of the door into the pilot holes in the wood frame and tighten. 
5.  Reinstall the door gasket by pressing into the door channel. Make certain the corners are inserted fully.   
6.  Install the door to the unit. Use the supplied plastic washer as shown in the figure below. 
7.  Realigning the door may be necessary. Any final door adjustments can be made using a 1/8” allen head driver to

adjust the door’s hinges. (See figure below) 
8.  Attach the door light striker plate as shown using the 5/16” hex or phillips head screws provided. Make certain the

light is able to turn on and off when the door is opened and closed. 
9.  Attach the door to the unit by reversing step number 1 above. 

Magnetic door
gasket

Rear of Door

Bottom of doorAttached wood frame

3/8” clearance
holes for
frame wood
screws - 
10 holes

1/8” allen head screws for hinge
adjustmentDoor hinge

adjustment screws

Door light striker plate

Attaching the Handle
Attach the handle of your choice by drilling mountingholes through panel.  Countersink or counterbore holes from back
side of panle for handle screw heads to be flush

CAUTION
Door can become

disengaged if washers
are not installed.

CAUTION
Door can become

disengaged if
washers are not

installed.

Cabinet
Hinge

Wood
Frame

Door Hinge
Door Hinge

Shoulder bushing
3/4” OD x 7/16”
ID Washer
3/4” OD x 1/4” ID
Washer

(3) Nylon hardware
components at
bottom hinge

CAUTION
Door may not swing properly
if all nylon components are

not installed as shown

Bottom Hinge Cover

Wood Frame

HHiinnggee  HHaarrddwwaarree  IInnssttaallllaattiioonn
DDeettaaiillss

5/8”x 7/32” ID washer

Shoulder
bushing

(2) Nylon
hardware
components at
top hinge

Top Hinge Cover


