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SHOWN: T18IW50NSP - WINE PRESERVATION COLUMN WITH FLUSH STAINLESS STEEL PANELS AND PROFESSIONAL HANDLE. 

T30IF70NSP FREEZER COLUMN AND T24IR70NSP FRESH FOOD COLUMN WITH FLUSH STAINLESS STEEL PANELS AND  

PROFESSIONAL HANDLES IN A SIDE-BY SIDE INSTALLATION WITH BSEALKIT10. 
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Thermador's ingenious Freedom® Collection lets you take your 

kitchen designs beyond anything you've ever imagined. The 

possibilities are endless with two distinct collections to choose 

from, a unique modular construction and built-in fresh food, 

freezer, bottom-freezer and wine preservation columns in  

multiple widths ranging from 18-inch to 36-inch. 

The framed and pre-assembled collection features exclusive 

chiseled stainless steel panels and professional handles set off by  

a gorgeous stainless steel frame. The frame allows for a perfect fit 

and installation.

Our customizable fully flush collection offers the ability to design a 

completely integrated look for a perfectly seamless appearance. 

True to the Thermador heritage, both collections are completed 

with state-of-the-art functionality. Features include the exclusive 

Liberty® Motorized Shelf, the Luminous™ Light System for excellent 

interior illumination and consistent temperature for optimum  

food storage. 

REFRIGERATION
FREEDOM® COLLECTION
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FREEdOM® COLLECTION  APPLIANCE OVERVIEW

FLUSH FRESH FOOd COLUMNS FRAMEd FRESH FOOd COLUMNS

FLUSH FREEZER COLUMNS

T24IR70NSP

24-Inch 
Flush, 

Reversible  
Door Swing

Build Your 

Custom 

Column

T24BR70FSE

24-Inch 
Framed, 

Right-Hand  
Door Swing

Pre-assembled  

with Chiseled 

Stainless Steel 

Panels and 

Professional 

Handle

T30IR70NSP

30-Inch  
Flush, 

Reversible  
Door Swing

Build Your 

Custom 

Column

T24IF70NSP

24-Inch 
Flush, 

Reversible  
Door Swing

Build Your 

Custom 

Column

T24Id80NLP

24-Inch Flush  
with External  
Ice and Water 

Dispenser, 
Left-Hand  

Door Swing

Build Your 

Custom 

Column

T30IF70NSP

30-Inch 
Flush, 

Reversible  
Door Swing

Build Your 

Custom 

Column

T30BR70FSE

30-Inch 
Framed, 

Right-Hand  
Door Swing

Pre-assembled  

with Chiseled 

Stainless Steel 

Panels and 

Professional 

Handle

T18Id80NLP

18-Inch Flush 
with External 
Ice and Water 

Dispenser 
Left-Hand  

Door Swing

Build Your 

Custom 

Column

T18Id80NRP

18-Inch Flush 
with External 
Ice and Water 

Dispenser 
Right-Hand  
Door Swing

Build Your 

Custom 

Column

T18IF70NSP

18-Inch Flush, 
Reversible  

Door Swing

Build Your 

Custom 

Column

T24Id80NRP

24-Inch Flush  
with External  
Ice and Water 

Dispenser, 
Right-Hand  
Door Swing

Build Your 

Custom 

Column
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FREEdOM® COLLECTION  APPLIANCE OVERVIEW

FRAMEd FREEZER COLUMNS WINE PRESERVATION

T18IW50NSP

18-Inch Flush, 
Reversible  

Door Swing

Build Your 

Custom  

Column

Build Your 

Custom  

Column

T24IW50NSP

24-Inch Flush, 
Reversible  

Door Swing

FLUSH BOTTOM FREEZERS FRAMEd BOTTOM FREEZERS

T36IB70NSP

36-Inch Flush

2-Door, Reversible 
Door Swing

Build Your 

Custom Column

T36IT71NNP

36-Inch Flush

French Door

T36IT71FNS

36-Inch Flush

French Door

Build Your 

Custom Column

Pre-assembled  

with Chiseled 

Stainless Steel  

Panels and  

Professional 

Handles

Pre-assembled  

with Chiseled  

Stainless Steel  

Panels and  

Professional 

Handles

T36BT71FSE

36-Inch Framed

French Door

T18BF70FSE

18-Inch 
Framed, 

Left-Hand  
Door Swing

Pre-assembled  

with Chiseled 

Stainless Steel 

Panels and  

Professional 

Handle

T18Bd80FLE

18-Inch Framed 
with External 
Ice and Water 

Dispenser, 
Left-Hand  

Door Swing

Pre-assembled  

with Chiseled 

Stainless Steel 

Panels and  

Professional 

Handle
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FREEdOM® COLLECTION  dESIGN INSPIRATION

The Thermador Freedom® Collection is designed to facilitate a complete range of new possibilities for your state-of-the-art kitchen design. 
Choose from custom columns for fully flush integration to the kitchen cabinetry or pre-assembled framed columns that feature a framed 
chiseled stainless steel panel.

All columns are stand alone independent units—use your imagination to integrate them into your kitchen as single columns or as a side-by-side 
combination of any desired configuration. It‘s complete freedom of choice—and freedom of kitchen design.

SPLIT COLUMNS

Split flush custom panel columns

Split framed chiseled stainless steel and pre-assembled columns

Split flush stainless steel panel columns

Split flush stainless steel panel columns
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FREEdOM® COLLECTION  dESIGN INSPIRATION

SIdE-BY-SIdE COLUMNS

BOTTOM FREEZER

WINE PRESERVATION

Side-by-side flush stainless steel panel columns

Flush stainless steel panels

Flush stainless steel panel

Side-by-side flush custom panel columns

Flush custom panels

Flush custom panels

Side-by-side framed chiseled stainless steel and 
pre-assembled columns

Framed chiseled stainless steel and pre-assembled



216

FREEdOM® COLLECTION  SUGGESTEd COMBINATIONS

Thermador’s Freedom® Collection uses separate columns that create unlimited flexibility in both function and design. If you happen to 
want a more traditional set-up, some suggested column pairings are listed below. Please make sure to order the Side-by-Side Sealing Kit 
(BSEALKIT10) when installing flush side-by-side combinations to ensure a stable connection. When combining two appliances that are 
installed less than 6" apart, use the Extreme Combination Side-by-Side Heating Kit (XHEATKIT10).

When combining framed chiseled stainless steel and pre-assembled columns in a side-by-side installation, a unification kit for the framed 
design can be ordered in 42-Inch (TE42UKIT10) or 48-Inch (TE48UKIT10) to maintain the framed design. Please note, these kits also 
include the Basic Sealing Kit (BSEALKIT10).

42-INCH

48-INCH

54-INCH

60-INCH

30-Inch  
Freezer Column
T30IF707NSP

30-Inch  
Fresh Food Column
T30IR70NSP 

Flush Custom Columns

36-Inch  
2-Door Bottom Freezer
T36IB70NSP

24-Inch  
Wine Preservation Column
T24IW50NSP 

Flush Custom Columns

24-Inch  
Freezer Column
T24ID80NLP

30-Inch  
Fresh Food Column
T30IR70NSP 

Flush Custom Columns

24-Inch  
Freezer Column
T24IF70NSP

30-Inch  
Fresh Food Column
T30IR70NSP 

Flush Custom Columns

36-Inch  
2-Door Bottom Freezer
T36IB70NSP

18-Inch  
Wine Preservation Column
T18IW50NSP 

Flush Custom Columns

18-Inch  
Freezer Column
T18ID80NLP

30-Inch  
Fresh Food Column
T30IR70NSP 

Flush Custom Columns

18-Inch  
Freezer Column
T18IF70NSP

30-Inch  
Fresh Food Column
T30IR70NSP 

Flush Custom Columns

18-Inch  
Freezer Column
T18BD80FLE

30-Inch  
Fresh Food Column
T30BR70FSE

Framed, Chiseled 
Stainless Steel Columns

18-Inch  
Freezer Column
T18BF70FSE

30-Inch  
Fresh Food Column
T30BR70FSE

Framed, Chiseled 
Stainless Steel Columns

24-Inch  
Freezer Column
T24ID80NLP

24-Inch  
Fresh Food Column
T24IR70NSP 

Flush Custom Columns

24-Inch  
Freezer Column
T24IF70NSP

24-Inch  
Fresh Food Column
T24IR70NSP 

Flush Custom Columns

18-Inch  
Freezer Column
T18ID80NLP

24-Inch  
Fresh Food Column
T24IR70NSP 

Flush Custom Columns

18-Inch  
Freezer Column
T18IF70NSP

24-Inch  
Fresh Food Column
T24IR70NSP 

Flush Custom Columns

18-Inch  
Freezer Column
T18BD80FLE

24-Inch  
Fresh Food Column
T24BR70FSE

Framed, Chiseled 
Stainless Steel Columns

18-Inch  
Freezer Column
T18BF70FSE

24-Inch  
Fresh Food Column
T24BR70FSE

Framed, Chiseled 
Stainless Steel Columns
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FREEdOM® COLLECTION  INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation possibilities. In some instances, special accessories are required.

SPLIT COLUMNS

SIdE-BY-SIdE

SPLIT COLUMNS WITH PARTITION

*A partition is required.

When two flush columns are installed side-by-side, the Side-
by-Side Sealing Kit (BSEALKIT10) must be used to ensure a 
stable connection. When two framed chiseled stainless steel 
and pre-assembled columns are installed side-by-side, the 
unification kit (TE42UKIT10 or TE48UKIT10) must be used.

When combining two columns that are installed less than 6" 
apart, use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10).

When dimensioning the partition for model 4, note the thickness of the furniture 
fronts to prevent damage if the doors are opened at the same time.

Use the Extreme Combination Side-by-Side Heating Kit (XHEATKIT10) if the gap 
between the appliance is less than 6" (160 mm) or for permanent connection of two 
individual appliances, (e.g. freezer or bottom mount appliance next to a freezer).

Minimum thickness of the partition 5/8" (16 mm).

4

2

3

1

* *

AT THE ENd OF THE KITCHEN

If one side of the appliance is visible, a side panel must be used. The side panel must be connected firmly to the wall, the floor and the 
overhead furniture/fixtures before the appliance is placed in the cavity. The dimensions of the side panel are taken from the opposite cavity 
wall. During installation ensure that the cavity is square and the exact size.



218

FREEDOM® COLLECTION  FEATURES & BENEFITS

FRESH FOOD COLUMN

FREEZER COLUMN

LIBERTY™ SHELF

This Thermador exclusive allows you to adjust a 
fully loaded shelf with a simple touch of a button, 
providing increased versatility and the liberty to 
maximize the interior space quickly and easily. 

THERMADOR EXCLUSIVE

INDEPENDENT COMPRESSOR AND EVAPORATOR

Each column features its own compressor and evaporator ensuring precise temperature 
control and ideal humidity levels. When columns are installed side-by-side, Freedom 
Refrigeration gives you all the benefits of a dual compressor and dual evaporator system.

LUMINOUS™ BRIGHT HALOGEN LIGHT TOWERS

Luminous Bright Halogen Light Towers and upper halogen spotlights fully illuminate food 
to prevent items from being forgotten and to avoid spoilage.

ELECTRONIC CONTROL BOARD

The Electronic Control Board utilizes sensors within the unit to keep temperatures 
consistent, so your food stays fresh no matter where you store it.

FREEFLOW™ COLD AIR SYSTEM

Our FreeFlow Cold Air System utilizes a cold air channel located behind the door bins to 
ensure food items stored on the door are as cold as food items on the shelves.

FLEXTEMP® DRAWER

The FlexTemp Drawer allows you to regulate the temperature to better preserve and 
maintain the optimal freshness of your food.

FREE FLOW ICE SYSTEM™

Enjoy crystal fresh filtered ice and water 
from our ice dispenser, which was built to 
accommodate almost any container size and 
includes our exclusive pull-down pitcher holder 
flap to facilitate bulk amounts of ice and water. 
The exclusive Free Flow Ice System keeps 
ice cubes from freezing together, providing 
constant dispensing of available ice.  

THERMADOR EXCLUSIVE

FREEDOM® HINGE

Engineered specifically for the Freedom Collection, this heavy-duty hinge can open  
to 115º, allowing the columns to be fully flush mounted without sacrificing accessibility. 
The hinge is able to support virtually any custom wood panel you choose.

FREEDOM® HINGE

Engineered specifically for the Freedom Collection, all units 
feature a heavy-duty hinge that can open to 115º, allowing 
the columns to be fully flush mounted without sacrificing 
accessibility. The hinge is able to support virtually any custom 
wood panel you choose.

LARGE CAPACITY FREEZER DRAWER

The lower freezer drawer creates a more organized food 
storage area, and accommodates even large items such as 
ham or turkey.

INDEPENDENT COMPRESSOR AND EVAPORATOR

Each column features its own compressor and evaporator 
ensuring precise temperature control and ideal humidity 
levels. When columns are installed side-by-side, Freedom 
Refrigeration gives you all the benefits of a dual compressor 
and dual evaporator system.

NEWLY-ENGINEERED ICE-MAKER

Newly-Engineered Ice-Maker produces convenient sized 
cubes for all parties and occasions.

INSULATED DOOR COMPARTMENT

A special insulated door compartment keeps delicate and 
extra-perishable foods sealed so they stay fresher longer. 

All Thermador Freedom Fresh 
Food and Freezer Columns are 
ENERGY STAR® qualified.
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FREEDOM® COLLECTION  FEATURES & BENEFITS

BOTTOM FREEZER

WINE PRESERVATION

GLASS TIERED SHELVING

Our glass tiered shelving and our multiple  
food drawer system allows for a variety of 
storage options.

LIBERTY™ SHELF

This Thermador exclusive allows you to adjust 
a fully loaded shelf with a simple touch of a 
button, providing increased versatility and the 
liberty to maximize the interior space quickly 
and easily. THERMADOR EXCLUSIVE

FULL ACCESS® WINE RACKS

Full access wine racks provide easy access to 
your wines, whether you're searching for the 
perfect accompaniment or just evaluating 
your collection.

DUAL CONTROL WINE PRESERVATION

Store your wine collection at the perfect 
temperature. Our electronic control board allows 
you to keep your spirits perfectly preserved with 
dual temperature settings.

FREEDOM® HINGE

Engineered specifically for the Freedom Collection, 
this heavy-duty hinge can open to 115º, allowing 
the columns to be fully flush mounted without 
sacrificing accessibility. The hinge is able to support 
virtually any custom wood panel you choose.

DUAL COMPRESSORS / DUAL EVAPORATORS

Each bottom freezer has a dual compressor and dual evaporator system ensuring that 
foods are kept at the ideal temperature and humidity levels. Provides a more hygienic 
environment and ensures there is no transfer of odors and flavors.

FREEDOM® HINGE

Engineered specifically for the Freedom Collection, this heavy-duty hinge can open 
to 115º, allowing the bottom freezer to be fully flush mounted without sacrificing 
accessibility. The hinge is able to support virtually any custom wood panel you choose.

LUMINOUS™ BRIGHT HALOGEN LIGHT TOWERS

Luminous Bright Halogen Light Towers and upper halogen spotlights fully illuminate food 
to prevent items from being forgotten and to avoid spoilage.

ELECTRONIC CONTROL BOARD

The Electronic Control Board utilizes sensors within the unit to keep temperatures 
consistent, so your food stays fresh no matter where you store it.

LARGE CAPACITY FREEZER DRAWER

This large capacity freezer drawer accommodates all of your frozen food storage needs 
and offers easy access for heavier items such as frozen turkeys and roasts.

MEAT DRAWER

Allows meats, seafood and poultry to be stored at an optimal temperature and separate 
from other food items.

LARGER ICE BIN

Redesigned ice bin maximizes and improves ice production.
All Thermador Bottom Freezers 
are ENERGY STAR® qualified.
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FREEdOM® COLLECTION  PLANNING INFORMATION

INSTALLATION REQUIREMENTS

INSTALLATION PLACE WARNING

Do not install the appliance:

– outdoors 
– in an environment with dripping water 
– in rooms which are at risk of frost

INSTALLATION ROOM

The appliance should be installed in a dry, ventilated room. 
The ambient temperature should not drop below 55° F (13° 
C) or rise above 100° F (43° C), otherwise malfunctions may 
occur.

The installation location should not be exposed to direct 
sunlight and not placed near a heat source, such as an 
oven, radiator, etc. If installation next to a heat source is 
unavoidable, use a suitable insulating plate or observe the 
following minimum distances from the heat source:

– 1 1/4" (3 cm) from an electric cooker, 
– 11 13/16" (30 cm) from an oil or solid-fuel cooker.

INSTALLATION CAVITY ANd NICHE dIMENSIONS

It is important to observe the specified dimensions of 
the installation cavity for a trouble-free installation of the 
appliance and for the subsequent general view of the  
furniture front.

– In particular ensure that the cavity is square. Squareness   
 can be checked by suitable means, e.g. spirit level, diagonal  
 measurements, etc. 
– The side walls of the cavity must be flush. The minimum   
 thickness of the side walls and the top wall must be 5/8"  
 (16 mm). The minimum thickness of toe kick panel must be  
 1/2" (13 mm).

FURNITURE/FIXTURES

The new appliance is screwed securely to adjacent and 
overhead furniture/fixtures.

For this reason it is essential that all attachable furniture/
fixtures are connected securely to the base or the wall by 
suitable means.

FINGER GUARd

The finger guard is a safety device which is attached to the 
hinge side of the appliance door. When the door is open, it 
stops children and pets from inserting limbs unnoticed  into 
the crack between the door and the appliance and from being 
hurt when the door is closed.

Important: Under no circumstances may the appliance be 
installed and operated without the finger guard.

BASE WARNING

A fully-loaded appliance is very heavy—refer to the following 
table for load bearing capacity:

24-Inch Fresh Food Column approx. 890 lbs. / 40 kg 
30-Inch Fresh Food Column approx. 1110 lbs. / 500 kg 
36-Inch Bottom Freezer approx. 1200 lbs. / 540 kg 
18-Inch Freezer Column approx. 560 lbs. / 250 kg* 
24-Inch Freezer Column 780 lbs. / 350 kg* 
30-Inch Freezer Column 950 lbs. / 425 kg*

(*Without water dispenser)

To ensure that the appliance is installed securely and functions 
properly, the base must be flat and level.

The base must be made of hard, rigid material.

The installation area must be the same height as the rest of  
the room.

On account of the heavy weight of a fully-loaded appliance, a 
load-bearing base is required. If in doubt, contact an architect or 
a building expert.

WARRANTY

Limited two-year warranty—for two years from date of original 
purchase, we will provide, free of charge, parts and service labor 
in your home to repair or replace any part of the refrigerator that 
fails because of a manufacturing defect.

Limited warranty on sealed refrigeration system**; parts and 
labor (3rd–6th year)

Limited warranty on sealed refrigeration system; parts only  
(7th–12th year)

See page 294 for additional warranty details.

** Sealed refrigeration system includes compressor, evaporator, condenser,  
dryer/strainer and connecting tubing.
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FREEdOM® COLLECTION  PLANNING INFORMATION
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ELECTRICAL SPECIFICATIONS

The appliance comes with a 3-wire power supply cord.  
UL listed in the USA.

The appliance requires a 3-wire receptacle that is fitted with 
a 10 Amp fuse or higher. Refer to the following table for max 
load details.

The receptacle must be installed by a licensed electrician only.

For the installation position of the receptacle refer to diagram 
in Electrical Location.

IMPORTANT

A 4-conductor cord shall be used when the appliance is 
installed in an area where the local codes do not permit 
grounding through the neutral. Power supply cord must be 
replaced by a licensed electrician only.

AddITIONAL GROUNdING PROCEdURE

Some local regulations may require a separate ground. In such 
cases, the required accessory ground wire, clamp and screw 
must be purchased separately.

Never ground the appliance to plastic plumbing lines, gas 
lines or water pipes.

GROUNdING INSTRUCTION

This appliance must be grounded.  In the event of a 
malfunction or breakdown, grounding will reduce the risk of 
electric shock by providing a path of least resistance for the 
electric current.

WARNING

Improper connection of the equipment grounding conductor 
may result in electric shock. Have the appliance checked by a 
qualified electrician or service technician if you are in doubt as 
to whether the appliance has been properly grounded.

WATER LOCATION

A cold water connection is required for appliances which feature 
an ice maker or an ice water dispenser.  

The water pressure must be between 40 and 120 p.s.i. (2.75-
8.25 bar). The installation must comply with local plumbing 
regulations.

A separate shut-off valve must be installed for the appliance 
water connection.

The shut-off valve for the water connection must not be behind 
the appliance. It is recommended to place the shut-off valve 
directly next to the appliance (base unit) or in another easily 
accessible location. When installing the water connection, 
observe the permitted installation areas for the water supply line.

The supply line can be located at the side on the right (a), at the 
side on the left (b), or underneath (c).

ELECTRICAL LOCATION

SIdE-BY-SIdE INSTALLATION

SPLIT COLUMN INSTALLATION

18-Inch 24-Inch 30-Inch

X 18" 
(457mm)

24" 
(610mm)

30" 
(762mm)

Y 9" 
(229mm)

12" 
(305mm)

15" 
(381mm)

APPLIANCE MAX LOAd

24-Inch Fresh Food Column 1.5 Amps

30-Inch Fresh Food Column 1.5 Amps

18-Inch Freezer Column* 3.06 Amps

24-Inch Freezer Column* 3.70 Amps

30-Inch Freezer Column* 4.20 Amps

36-Inch 2-Door Bottom Freezer* 4.9 Amps

36-Inch French Door Bottom Freezer 4.9 Amps

18-Inch Wine Preservation Column 0.81 Amps

24-Inch Wine Preservation Column 0.90 Amps

*Including ice maker
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FREEdOM® COLLECTION  PLANNING INFORMATION

KITCHEN dESIGN—BASIC TERMS

To clarify the terms which are used in this design guide, please 
refer to the following definitions:

CASE

This is the main body of a kitchen cabinet.

FACE FRAME

This is a decorative frame at the front of a kitchen cabinet 
and is typical for North America. Variations by manufacturer 
in kitchen design construction may purposely have a clearly 
visible face frame that is a part of the kitchen aesthetics. 
European design and styling of cabinets (frameless cabinetry) 
typically do not have a frame.

dOOR

The kitchen cabinetry door panel is the element of kitchen 
furniture largely defining the aesthetic design of a kitchen. It 
can have any conceivable look – from modern to traditional. 
In this quick reference a 3/4" (19mm) thick door panel is 
presumed.

APPLIANCE dOOR PANEL

The fully flush Freedom® Collection refrigerators are 
intentionally designed to be equipped and delivered with 
custom made appliance door panels that perfectly match 
the end-user‘s installed kitchen cabinetry. Typically the 
normal appliance door panel thickness is expected to be 
3/4" (19mm). However, a thicker appliance door panel can be 
accommodated if such door panels are used on the end-user‘s 
kitchen cabinetry or in order to emulate the look of the visible 
face frame (addition to the door) on the refrigerator as well.

NICHE (INSTALLATION CAVITY)

The niche is the cavity where a Freedom Collection refrigerator 
is installed. The width of the niche (18-inch, 24-inch, 30-inch...) is 
dependent on the appliance. The niche depth is equal to the 
depth of the kitchen cabinet (case+face frame). It does NOT 
include the thickness of the cabinetry door panel. For proper 
planning of the niche depth, please refer to page 224.

The main idea of the Freedom Collection is that you can simply 
replace any standard size kitchen cabinet with a refrigerator 
column. You can create a suitable niche by leaving a respective 
gap between two tall cabinets. Alternatively you may create an 
enclosure that the appliance will fit into. However this is not the 
original design intent (basic idea).

When planning the installation niche, it is important that the side 
walls are completely flush! Please make sure that there is not any 
kind of face frame at the front of the niche. If for some reason 
this is not the situation, please make sure that the depth of this 
face frame (furniture return) is more than 4" (100mm) so that the 
appliances can be properly secured.

KITCHEN CABINETRY ILLUSTRATION

Face Frame Cabinet Frameless Cabinet 
(European Style)

Case DoorFace 
Frame Case Door

Standard Overlay Full Overlay Offset Design Inset Design (Flush)
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FREEdOM® COLLECTION  PLANNING INFORMATION

dOOR SWIVEL RANGE

For proper kitchen planning, it is absolutely essential the kitchen planer carefully check for refrigerator door collision avoidance with adjacent 
cabinets (especially with their door handles!), countertops, pilasters, neighboring walls or other kitchen elements. The illustrations below depict 
the door swivel range of the Freedom® Collection refrigerator doors including mounted door panels of both 3/4" and 1 1/2" in thickness. Make 
sure that the refrigerators are installed in such a way that the doors will not have any collision when opened.

In the event of interference causing collision problems, you have several options to overcome this:

– Limiting the refrigerator door opening angle to 90°

– Reducing the appliance door panel thickness by changing the design / using a stainless steel version (3/4" panel thickness).

– Installing a spacer between the refrigerator and the kitchen element that creates the collision problem.

– Rearranging the kitchen element that creates the problem

– Creating a protruding niche for the refrigerator

dOOR SWIVEL RANGE — 3/4" (19 MM)  FLUSH APPLIANCE dOOR PANEL

dOOR SWIVEL RANGE — 1 1/2" (38 MM) FLUSH APPLIANCE dOOR PANEL
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FREEdOM® COLLECTION  INSTALLATION dIMENSIONS

SPLIT COLUMN INSTALLATIONdEPTH OF INSTALLATION CAVITY (NICHE dEPTH)

The required depth of the installation cavity is mainly dependent on the kitchen 
design. The Freedom® Collection Refrigeration Columns are designed for a niche 
depth of 24-inches (610mm). So, if the kitchen cabinet (case + face frame) is 
24-inches deep, this should accommodate many standard installations.

Please be advised that additional depth may be required for kitchen designs 
intending the look of flush fascia across the cabinetry and the refrigerator  
door panel.

A) STANdARd OVERLAY dESIGN

On a kitchen with standard overlay cabinetry, the face frame is also an important 
part of the design. If the same aesthetics are to be continued on the refrigerator, 
then not only the door cabinetry panel thickness (e.g. 3/4") is included, additionally 
the face frame thickness must be emulated. Thereby the resulting thickness of the 
appliance door panel is 3/4" + 3/4" = 1 1/2" (face frame emulation + door panel = 
custom appliance door panel). This cumulative thickness of the resulting custom 
appliance door panel requires added depth for the installation cavity. Example  
24" + 3/4" = 24 3/4" (recommended is 25").

B) FULL OVERLAY dESIGN

The above mentioned requirements are also valid for kitchens with full overlay 
design. However there are some chances to work with a niche depth of 24-inches: 
For this, the small remaining visible area of the fully overlaid face frame has to 
be emulated within the standard appliance door panel thickness of 3/4". This can 
be done by simply ignoring the visible area of the face frame on the refrigerator 
(“extended size” of the appliance door panel) or by emulating the face frame by 
creating a respective “nose” on the appliance door panel (see sketch).

C) OFFSET dESIGN, INSET (FLUSH) dESIGN (25-INCH NICHE dEPTH (FLUSH))

Here, the kitchen cabinetry door panels are NOT completely mounted on the 
cabinet, but partially or fully inserted into the face frame. Due to this, such offset 
or inset design kitchens do not gain sufficient installation depth by the door panel 
(please refer to illustration). If any appliance door panel (thickness e.g. 3/4") is 
installed on the refrigerator, the complete depth dimension of the “paneled 
refrigerator“ will be 24"+ 3/4" = 24 3/4" (629mm). The minimum depth of the 
niche is therefore also 24 3/4" (recommended is 25").

d) EUROPEAN STYLE KITCHEN CABINETRY (24-INCH NICHE dEPTH)

If the kitchen design is based on European style cabinetry, there is no need to 
emulate the look of a face frame, as such a frame does not exist on any of the 
kitchen cabinets. Therefore a 24-inch (610mm) deep niche will always be sufficient.

A) STANdARd 
OVERLAY dESIGN

Appliance Door Panel 
(Emulating a Face 
Frame)

B) FULL OVERLAY 
dESIGN

Appliance Door Panel 
with Nose (Emulating 
a Face Frame)

24-INCH NICHE dEPTH IS SUFFICIENT FOR:

–  frameless cabinetry (European cabinetry) kitchen design with 
any kind of appliance door panels.

–  standard overlay or full overlay kitchen design with appliance 
stainless steel door panels.

–  full overlay kitchen design with appliance custom door  
panels with “extended size” or the “nose” (to emulate face 
frame look)

25-INCH NICHE dEPTH IS REQUIREd FOR:

–  standard or full overlay kitchen design with appliance door 
panels with thickness bigger than 3/4" (to emulate face 
frame look)

–  offset or inset (flush) design kitchens with any kind of 
appliance door panels

X Y

18-Inch Columns 18" (457mm) 9" (229mm)

24-Inch Columns 24" (610mm) 12" (305mm)

30-Inch Columns 30" (762mm) 15" (381mm)

36-Inch Bottom 
Freezer 36" (914mm) 18" (457mm)

A:  Area for running the water line. It is recommended the water-box be 
placed adjacent to the installation cavity, so that it can be accessed for 
service without uninstalling the appliance. If this is not possible, place 
the recessed water box adjacent to the power supply socket elevated 
at the heights as referenced in areas A+B.

B: Area for installing the power connection
D:  Opening depth of niche, depending on kitchen design (24" minimum)

IMPORTANT

It is strongly recommended the top panel boundary 
of the niche be of solid material (5/8" thickness). Make 
sure that the upper boundary is completely flush for a 
depth of at least 4".

Make sure that the side walls of the niche are  
completely flush!

If, for some reason, a separate niche cabinet is  
created, make sure that the furniture return area  
is at least 4" deep.
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FREEdOM® COLLECTION  INSTALLATION dIMENSIONS

PLANNING EXAMPLE #1: FRAMELESS CABINETRY KITCHEN

30-Inch refrigerator in a kitchen with frameless cabinetry (3/4" front panel)

Upper Valance

Installation Cavity

Min. 4" 
(102 mm)

Upper 
Valance

Kitchen 
Cabinetry 
Door Panel

Side Walls of Installation Cavity are Completely Flush!

Kitchen 
Cabinet

Toe Kick
Countertop

Room Wall

Room Floor

Kitchen  
Cabinet

Kitchen Cabinetry 
Door Panel

INSTALLATION CAVITY 
(VERTICAL SECTION)

30-INCH INSTALLATION CAVITY (HORIZONTAL SECTION)

NICHE FOR 30-INCH REFRIGERATOR INSTALLATION,  
FRAMELESS CABINETRY KITCHEN:

In this example, the installation cavity is done by simply leaving a gap 
between two kitchen cabinets (as recommended).

The appliance front panel will be identical in appearance and thickness 
to the kitchen cabinetry door panel (e.g. 3/4").

– side walls of installation cavity (niche) are completely flush 
– upper boundary (valance) is at least 4" deep and from solid material 
– niche width is exactly 30" 
– niche depth (cabinet depth) is 24"
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FREEdOM® COLLECTION  INSTALLATION dIMENSIONS

IMPORTANT

It is strongly recommended the top panel boundary of the niche be of solid material (5/8" thickness). Make sure that the upper boundary is 
completely flush for a depth of at least 4".

Make sure that the side walls of the niche are completely flush!

If, for some reason, a separate niche cabinet is created, make sure that the furniture return area is at least 4" deep.

There is a wide range of combination possibilities, which always end up in simple niche dimensions.

Some examples:

18" + 18" columns = 36" niche 
24" + 18" columns = 42" niche 
24" + 24" columns = 48" niche 
30" + 18" columns = 48" niche 
24" + 30" columns = 54" niche 
30" + 30" columns = 60" niche 
30" + 36" column/bottom freezer = 66" niche 
36" + 36" bottom freezers = 72" niche

You just have to make sure that the sockets for the power supply and the water line are located at the correct positions. Take the needed 
dimensions from the niche description of a split column installation (see page 224.)

SIdE-BY-SIdE INSTALLATION

The width dimension of a niche for side-by-side installations is defined by adding the dimensions of the two single columns. Below illustrates 
the dimensions of a classic 48-inch side-by-side, with a 18-inch freezer unit on the left and a 30-inch refrigerator on the right.

48" SxS 
(18" freezer + 30" refrigerator)

A:  Area for running the water line. It is recommended the water-box be 
placed adjacent to the installation cavity, so that it can be accessed for 
service without uninstalling the appliance. If this is not possible, place 
the recessed water box adjacent to the power supply socket elevated 
at the heights as referenced in areas A+B.

B: Area for installing the power connection
D:  Opening depth of niche, depending on kitchen design (24" minimum)
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FREEDOM® COLLECTION  INSTALLATION DIMENSIONS

PLANNING EXAMPLE #2: STANDARD OVERLAY KITCHEN

42-inch side-by-side in a standard overlay kitchen and with separate niche.

Kitchen Cabinetry 
Door Panel (3/4") Niche Cabinet

Countertop

M
in

. 
4
" 

(1
0
0
 m

m
)

Kitchen 
Cabinet

Kitchen Cabinetry 
Face Frame (Visible)

Installation Cavity, 
(Created by a Separate Niche)

NICHE FOR 42-INCH REFRIGERATOR INSTALLATION, STANDARD  

OVERLAY KITCHEN:

In this example, the installation cavity is done with a separate niche (surrounding 
the refrigerator) although this niche cabinet is not needed.  It even creates a look 
that deviates from the general kitchen design.

The appliance front panel has a cumulative thickness of 1 1/2", whereby 3/4" 
emulates the face frame of the kitchen cabinets and 3/4" emulates the door 
panel. Due to this, a 25" deep installation cavity is required.

– if the niche is done with “furniture return” (not recommended), this has to be  
 at least 4" deep (on left, right and upper side) and from solid material.  It has  
 to have equal depth on left and right side 
– niche width is exactly 42" (for a 18" + 24" = 42" SxS combination) 
– niche depth (cabinet depth) is 25" due to 1 1/2" appliance front panel.

Furniture Return

Min. 4" 
(102 mm)



228

FREEDOM® COLLECTION  FLUSH DOOR PANEL DIMENSIONS

IMPORTANT: The perfect size of the appliance door panels for the Freedom® Collection refrigerators is defined by the aesthetic design of 
the surrounding kitchen cabinetry. The toe kick height, the cabinet height and other relevant dimensions of the kitchen will predetermine the 
dimensions that are required to achieve the same look on the refrigerators. The following sketches illustrate the dimensions which are also 
used on the panels of the stainless steel models. They are designed for a toe-kick height of 4" (102 mm), and an overall kitchen cabinet height 
of 84" (2134 mm) with reveals of 1/8" (3mm) as this is a perfect compromise for a wide range of kitchen designs. As the custom appliance door 
panels will exceed the appliance door at upper and lower side, please make sure that also the rear side has a finished surface for a height of 
each 8" (205 mm).

IMPORTANT: These sketches are NOT intended to be a replacement for careful planning. Attention to the specific design details of any 
kitchen is always a necessity!

Model Description H W V R F M N U L S
Max. 

Weight

T18IF70NSP
Flush 18-Inch 
Freezer Column

79 7/8" 
(2029mm)

17 3/4" 
(451mm)

– – – – –
36 lbs. 
(17kg)

T24IR70NSP 
T24IF70NSP

Flush 24-Inch Freezer/ 
Fresh Food Columns

79 7/8" 
(2029mm)

23 3/4" 
(603mm)

– – – – –
50 lbs. 
(23kg)

T30IR70NSP 
T30IF70NSP

Flush 30-Inch Freezer/ 
Fresh Food Columns

79 7/8" 
(2029mm)

29 3/4" 
(603mm)

– – – – –
64 lbs. 
(29kg)

T18ID80NRP 
T18ID80NLP

Flush 18-Inch  
Dispenser Columns

79 7/8" 
(2029mm)

17 3/4" 
(451mm)

– – –
9 1/16" 

(230.5mm)
14 1/2" 

(2368mm)
37 lbs. 
(17kg)

T24ID80NRP 
T24ID80NLP

Flush 24-Inch  
Dispenser Columns

79 7/8" 
(2029mm)

23 3/4" 
(603mm)

– – –
9 1/16" 

(230.5mm)
14 1/2" 

(2368mm)
50 lbs. 
(23kg)

T36IB70NSP
Flush 36-Inch Bottom 
Freezer Two-Door

79 7/8" 
(2029mm)

35 3/4" 
(908mm)

–
51 11/32" 
1304mm)

28 13/32" 
(722mm)

– –
55 lbs. 
(25kg)

T36IT71NNP
Flush 36-Inch Bottom 
Freezer French Door

79 7/8" 
(2029mm)

35 3/4" 
(908mm)

17 3/4" 
(451mm)

51 11/32" 
(1304mm)

28 13/32" 
(722mm)

– –
55 lbs. 
(25kg)

T18IW50NSP
Flush 18-Inch Wine 
Preservation Column

79 7/8" 
(2029mm)

17 3/4" 
(451mm)

– – – – –
5 7/8" 

(149mm)
10 1/8" 

(257mm)
2 15/16" 
(75mm)

37 lbs. 
(17kg)

T24IW50NSP
Flush 24-Inch Wine 
Preservation Column

79 7/8" 
(2029mm)

23 3/4" 
(603mm)

– – – – –
5 7/8" 

(149mm)
10 1/8" 

(257mm)
2 15/16" 
(75mm)

50 lbs. 
(23kg)

Note #1: The cutout for the dispenser unit must be horizontally and vertically aligned (centered).
Note #2:  The width of the two lateral flanges of the frame-like door panel for wine coolers can vary between 2 ½" (65mm) and 3 ¼" (82mm). However 2 ½" (75mm) is recommended.

W W W W

V

U

S

L

H H H H

R

F

N

M

4" (102mm) Note #1 Note #2

Drawer Door

SINgLE DOOR MODELS DISPENSER MODELS BOTTOM FREEzER WINE COOLER
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FREEDOM® COLLECTION  PLANNING INFORMATION

BASE AREA DESIGN

WARNING

Ventilation of the appliance has to be guaranteed.

Risk of damage to the appliance.

The minimum distance between the upper edge of the floor and the bottom edge of the furniture front is 4" (101.6 mm).

Pay attention to the height adjustment of the appliance by leveling the legs. Do not cover the ventilation slits in the feet of the appliance.

UPPER VALANCE DESIGN

The height of the furniture front is dependent on:

– the overall height of the appliance 
– the distance from the bottom edge of the furniture front  
 to the floor 
– appliance type (single door or bottom freezer—2 or 3 door)

The overall height of the appliance is 84" (2133.6 mm).

A height adjustment in the range – 1/2" (13 mm) to + 1 3/8" 
(35 mm) can be achieved by the height leveling legs.

A minimum height of 4" (101.6 mm) is stipulated for the base 
area for guaranteeing ventilation of the appliance.

When a gap dimension of 1/8" (3 mm) is taken into account 
and the height instructed is adhered to, the height of the 
furniture front for the 1-door standard appliance comes to:

Height of the furniture front 
= overall height – distance to floor - gap dimension 
= 79 7/8" (2029 mm)

This stated height can vary, corresponding to the actual 
circumstances at the installation location.

The furniture front can be extended upwards according to 
corresponding spatial conditions and kitchen design.

Make sure that the upper boundary (top) of the niche (upper 
decorative valance) is at least 4" deep, so that the refrigerator 
can be properly secured to the niche. This is especially 
important if a surrounding niche for the appliance is created 
and if the niche is configured with a face frame. The “furniture 
return” of this face frame must have a minimum depth of 4".

Relating to the standard height level, the maximum height of 
the base panel is 4" (102 mm), depending on construction. 
The minimum thickness of the base panel is 3/4" (19 mm).  
Velcro fastening is used to fix the base panel to the appliance. 
Ventilation slits and the entrance to the water filter (if 
available) are located in the higher area of the appliance base.

If necessary for design reasons, the distance from the bottom 
edge of the furniture front can be increased without a problem 
up to 7 1/8" (181 mm).  The ventilation slits and the entrance to 
the water filter (if available) will then however be visible.

Furniture Front

Base Panel

VERTICAL SECTION, SIDE VIEW:

Possible Extension  
of the Furniture Front

*Adjustment in leveling legs 1 3/8" (35 mm) – 1/2" (13 mm)

Decorative 
Valance

Standard 
Furniture Front

Appliance Door

Appliance Cabinet
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 FREEZER COLUMN—FULLY FLUSH COLLECTION

18"

18"

24"

24"

T18ID80NRP
Right-Hand Swing
External Dispenser
Custom Column

T24ID80NRP
Right-Hand Swing
External Dispenser
Custom Column

T18ID80NLP
Left-Hand Swing
External Dispenser

T24ID80NLP
Left-Hand Swing
External Dispenser

T18IF70NSP
Reversible Swing
Internal Ice Maker
Custom Column

T24IF70NSP
Reversible Swing
Internal Ice Maker
Custom Column

SS18DOOD10
Flush Stainless Steel 
with Dispenser

SS24DOOD10
Flush Stainless Steel 
with Dispenser

SS18DOOR10
Flush Stainless Steel

SS24DOOR10
Flush Stainless Steel

TE18DOOD10
Chiseled Stainless Steel 
with Dispenser

TE24DOOD10
Chiseled Stainless Steel 
with Dispenser

TE18DOOR10
Chiseled Stainless Steel

TE24DOOR10
Chiseled Stainless Steel

 FRESH FOOd COLUMN—FULLY FLUSH COLLECTION

FREEdOM® COLLECTION  BUILdING YOUR CUSTOM COLUMN

CHOOSE PANEL
(All units are panel-ready for  

custom panel installation)

24"

30"

CHOOSE UNIT + + CHOOSE HANDLE
NOTE: Choose one handle for each column,  

choose 2 handles for each 2 door bottom  
freezer and choose 3 handles for each  

3 door bottom freezer.

1 2 3

T24IR70NSP
Reversible Swing
Custom Column

T30IR70NSP
Reversible Swing
Custom Column

SS24DOOR10
Flush Stainless Steel

SS30DOOR10
Flush Stainless Steel

TE24DOOR10
Chiseled Stainless Steel

30"

T30IF70NSP
Reversible Swing
Internal Ice Maker
Custom Column

SS30DOOR10
Flush Stainless Steel

TE30DOOR10
Chiseled Stainless Steel

TE30DOOR10
Chiseled Stainless Steel

MASTHNDL10  Masterpiece
Coordinates with the entire family of Thermador 
Masterpiece® Series appliances

FREEHNDL10  Professional
Coordinates with the entire family of Thermador 
Professional Series appliances
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 WINE PRESERVATION—FULLY FLUSH COLLECTION

 FRAMEd ANd PRE-ASSEMBLEd COLLECTION

18"

24"

FRESH 
FOOd 
COLUMN

FREEZER 
COLUMN

BOTTOM 
FREEZER

T18IW50NSP
Reversible Swing
Custom Column

T24IW50NSP
Reversible Swing
Custom Column

T24BR70FSE

24-Inch Framed and Pre-Assembled Fresh Food Column
Chiseled Stainless Steel  
Professional Handle
Right-Hand Swing

T18BD80FLE

18-Inch Framed and Pre-Assembled Freezer Column with 
External Dispenser Chiseled Stainless Steel 
Professional Handle
Left-Hand Swing

T36BT71FSE

36-Inch Framed and Pre-Assembled French Door Bottom Freezer
Chiseled Stainless Steel
Professional Handle

T30BR70FSE

30-Inch Framed and Pre-Assembled Fresh Food Column
Chiseled Stainless Steel
Professional Handle
Right-Hand Swing

T18BF70FSE

18-Inch Framed and Pre-Assembled Freezer Column
Chiseled Stainless Steel
Professional Handle
Left-Hand Swing

SS18DOWR10
Flush Stainless 
Steel, Right-Hand 
Swing

SS24DOWR10
Flush Stainless 
Steel, Right-Hand 
Swing

TE18DOWR10
Chiseled Stainless 
Steel, Right-Hand 
Swing

TE24DOWR10
Chiseled Stainless 
Steel, Right-Hand 
Swing

SS18DOWL10
Flush Stainless 
Steel, Left-Hand 
Swing

SS24DOWL10
Flush Stainless 
Steel, Left-Hand 
Swing

TE18DOWL10
Chiseled Stainless 
Steel, Left-Hand 
Swing

TE24DOWL10
Chiseled Stainless 
Steel, Left-Hand 
Swing

 BOTTOM FREEZER—FULLY FLUSH COLLECTION

FREEdOM® COLLECTION  BUILdING YOUR CUSTOM COLUMN

36"

36"

36"

T36IB70NSP
2-Door
Custom Unit

T36IT71NNP
French Door
Custom Unit

T36IT71FNS
French Door
Pre-Assembled Unit

SS362DOR10
Flush Stainless Steel

SS363DOR10
Flush Stainless Steel

Pre-Assembled with Chiseled Stainless Steel Panels 
and Professional Handles

TE362DOR10
Chiseled Stainless Steel

TE363DOR10
Chiseled Stainless Steel

MASTHNDL10  Masterpiece
Coordinates with the entire family of Thermador 
Masterpiece® Series appliances

FREEHNDL10  Professional
Coordinates with the entire family of Thermador 
Professional Series appliances

IMPORTANT: Use BSEALKIT10 when installing flush side-by-side combinations. Use TE42UKIT10 or TE48UKIT10 when installing framed side-by-side combinations. Use XHEATKIT10 when 
combining two appliances with a freezing function (e.g. two freezers or one bottom mount appliance and one freezer. See page 233 for complete details on installation accessories.
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FREEdOM® COLLECTION  ACCESSORIES

FLUSH STAINLESS STEEL dOOR PANELS

CHISELEd STAINLESS STEEL dOOR PANELS

STAINLESS STEEL TOE KICK

FRESH FOOd COLUMN

SS24dOOR10 24-Inch 
SS30dOOR10 30-Inch

FREEZER COLUMN

SS18dOOd10 18-Inch with Dispenser 
SS18dOOR10 18-Inch without Dispenser 
SS24dOOd10 24-Inch with Dispenser 
SS24dOOR10 24-Inch without Dispenser 
SS30dOOR10 30-Inch without Dispenser

FRESH FOOd COLUMN

TE24dOOR10 24-Inch 
TE30dOOR10 30-Inch

FREEZER COLUMN

TE18dOOd10 18-Inch with Dispenser 
TE18dOOR10 18-Inch without Dispenser 
TE24dOOd10 24-Inch with Dispenser 
TE24dOOR10 24-Inch without Dispenser 
TE30dOOR10 30-Inch without Dispenser

FRESH FOOd COLUMN

TK24RFL100 24-Inch Left-Hand Door Swing 
TK24RFR100 24-Inch Right-Hand Door Swing 
TK30RFL100 30-Inch Left-Hand Door Swing 
TK30RFR100 30-Inch Right-Hand Door Swing

FREEZER COLUMN

TK18FdRF10 18-Inch with Dispenser, Right-Hand Door Swing 
TK18FZLF10 18-Inch without Dispenser, Left-Hand Door Swing 
TK18FZRF10 18-Inch without Dispenser, Right-Hand Door Swing 
TK24FZLF10 24-Inch without Dispenser, Left-Hand Door Swing 
TK24FZRF10 24-Inch without Dispenser, Right-Hand Door Swing 
TK24FdLF10 24-Inch with Dispenser, Left-Hand Door Swing 
TK30RFL100 30-Inch without Dispenser, Left-Hand Door Swing 
TK30RFR100 30-Inch without Dispenser, Right-Hand Door Swing 
TK30FZLF100 30-Inch with Filter, Left-Hand Door Swing 
TK30FZRF100 30-Inch with Filter, Right-Hand Door Swing

BOTTOM FREEZER

SS362dOR10 36-Inch 2-Door 
SS363dOR10 36-Inch 3-Door

WINE PRESERVATION

SS18dOWL10 18-Inch Left-Hand Door Swing 
SS18dOWR10 18-Inch Right-Hand Door Swing 
SS24dOWL10 24-Inch Left-Hand Door Swing 
SS24dOWR10 24-Inch Right-Hand Door Swing

BOTTOM FREEZER

TE362dOR10 36-Inch 2-Door 
TE363dOR10 36-Inch 3-Door

WINE PRESERVATION

TE18dOWL10 18-Inch Left-Hand Door Swing 
TE18dOWR10 18-Inch Right-Hand Door Swing 
TE24dOWL10 24-Inch Left-Hand Door Swing 
TE24dOWR10 24-Inch Right-Hand Door Swing

BOTTOM FREEZER

TK36BF1000 36-Inch with Filter

WINE PRESERVATION

TK18FZL100 18-Inch Left-Hand Door Swing 
TK18FZR100 18-Inch Right-Hand Door Swing 
TK24RFL100 24-Inch Left-Hand Door Swing 
TK24RFR100 24-Inch Right-Hand Door Swing

FRAMEd ANd PRE-ASSEMBLEd UNIFICATION KITS

When combining framed and pre-assembled columns in a side-by-side installation, a unification kit accessory is available 
to maintain the framed design. Please note that the side-by-side sealing kit (BSEALKIT10) is included in the unification kit.

TE42UKIT10      42-Inch Unification Kit 
TE48UKIT10      48-Inch Unification Kit
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HANDLES

FREEHNDL10    PROFESSIONAL

Coordinates with the entire family of Thermador 
Professional Series appliances.

FREEDOM® COLLECTION  ACCESSORIES

INSTALLATION ACCESSORIES

BSEALKIT10     
SIDE-BY-SIDE SEALING KIT

If two single columns are connected to a side-by-side combination (any configuration), this special 
accessory is required. It provides several parts for the secure merging of the individual units, 
including a special sealing mat. This sealing mat protects the connection area from negative effects 
of condensation. Additionally, a special cover strip for closing the gap between the two appliances 
is included.

XHEATKIT10     
EXTREME COMBINATION HEATING KIT

If two columns are installed separately (any configuration) and if the distance in between these units 
is less than 6" (160mm), this special accessory is required. 

This accessory is also required when combining two columns with a freezing function (e.g. two 
freezers or one bottom mount appliance and one freezer). 

Included is a thin heater blanket for placement on the right side-wall of the left unit. This heater 
blanket will eliminate the temperature influence of the close installation so that humidity effects and 
condensation will not occur. If the installation distance exceeds 6", the accessory is not required.

42"/48" UNIFICATION KIT FOR FRAMED UNITS (TE42UKIT10 / TE48UKIT10)

When combining framed chiseled stainless steel and pre-assembled columns in a side-by-side 
installation, a unification kit for the framed design can be ordered in 42-inch (TE42UKIT10) or  
48-inch (TE48UKIT10) to maintain the framed design. This kit includes the side-by-side kit 
(BSEALKIT10) and a 42-inch or 48-inch frame part (top) that maintains the framed design.

FPCONNTS10     
SINGLE DOOR MODEL FRONT PANEL CONNECTION STRIP 
FPCONNBF10     
BOTTOM FREEZER FRONT PANEL CONNECTION STRIP

If an appliance front panel of a 30-Inch or 36-Inch wide column needs to be divided into two parts 
to match the kitchen furniture design, these unification parts can be used for safely combining 
them. There are two different kits available: For single door models and for bottom freezer models.

FINGERXL10     
EXTRA LONG FINGER PROTECTION KIT

If a installation is done in such a way that the standard height level is exceeded, this  
finger guard with extended size must be used to make sure that all areas of the refrigerator door 
are safe.

FILTER ACCESSORIES

SCRNFLTR10     
SCREEN FILTER

Filter by-pass used to complete the water  
cycle inside the appliance when no water  
filter is necessary. (For fresh food or freezer  
columns only)

Extreme 
Combination 
Heating Kit

MASTHNDL10    MASTERPIECE®

Coordinates with the entire family of Thermador 
Masterpiece Series appliances.

REPLFLTR10     
REPLACEMENT SCREEN FILTER

For fresh food or freezer columns only.
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FREEDOM® COLLECTION  24-INCH FRESH FOOD COLUMN

Model: Flush Column T24IR70NSP

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

SIDE-BY-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-by-
Side Sealing Kit (BSEALKIT10) must be used to ensure a stable 
connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10).

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

T24IR70NSP

24-Inch Flush, Reversible Door Swing

Build Your Custom Column

See pages 230-231 for details.

SPECIFICATIONS

Total Capacity (cu. ft.) 13

Product Width 23 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 24"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 26 21/32"

Door Swing Reversible

Annual  Energy Consumption 278 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 370

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

AT THE END OF A KITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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FREEDOM® COLLECTION  24-INCH FRESH FOOD COLUMN

Model: Flush Column T24IR70NSP

FLUSH COLUMN CUTOUT DIMENSIONS

PANEL DIMENSIONSTOP vIEw CLEARANCE

A: Area for installation of power connection. 

D:  Niche depth depends on kitchen design. 
For a flush installation, the depth needs to 
be at least 24 inches plus the thickness of 
the door panel.

Panel dimensions 
based on a standard 
1/8" reveal and 4" toe 
kick. Custom panel 
dimensions may vary 
depending on kitchen 
reveals and toe kick.

   * Depends on the 
thickness of the furniture 
door. 3/4" is relevant for 
the stainless steel door 
(special accessory).

*** Required space for  
finger guard.

All refrigerators are UL and CUL approved.
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FREEDOM® COLLECTION  24-INCH FRESH FOOD COLUMN

Model: Framed Column T24BR70FSE

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

SIDE-By-SIDE INSTALLATIONS

When two framed appliances are installed side-by-side, 
use TE42UKIT10 or TE48UKIT10 to ensure a stable 
connection. These kits are for 42-inch or 48-inch side-by-
side combinations and include the side-by-side sealing kit 
(BSEALKIT10) and a 42-inch or 48-inch top frame part to 
maintain the framed design.

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

T24BR70FSE

24-Inch Framed, Right-Hand Door Swing

Pre-assembled with Chiseled Stainless 
Steel Panels and Professional Handle

SPECIFICATIONS

Total Capacity (cu. ft.) 13

Product Width 23 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 24"

Cutout Height 84"

Cutout Depth 24" Minimum

Door Swing Clearance 26 21/32"

Door Swing Reversible

Annual  Energy Consumption 278 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 370

*Depth without door panel

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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FREEDOM® COLLECTION  24-INCH FRESH FOOD COLUMN

Model: Framed Column T24BR70FSE

FRAMED COLUMN CUTOUT DIMENSIONS

TOP vIEw CLEARANCE

A:  Area for installation of power connection.

B:  Area for running the water line. It is 
recommended that the water-box is 
placed adjacent to the installation cavity, 
so that it can be accessed for service 
without uninstalling the appliance. If this  
is not possible, place the recessed water-
box adjacent to the water supply socket 
elevated at the heights as referenced in 
areas A and B.

D:  The niche must be minimum 24 inches 
deep.

Frame

35/38"

 min.3/5"

*113/4"

90°

115°

24"

2621/32"

24"

23 3/4"

1/8" 1/8"

Frame

* Door handle must be 
added to this dimension

233/4"24"

84"795/8"

71/8"

4" 24"

213/16" -

43/16"

233/4"

Frame

113/16"

51/8"

9"

A
B

21/8"

24"

84"

4 4/5"
D

Fingerguard

Frame

(Panel 
Height)

(Cabinet Height)

All refrigerators are UL and CUL approved.
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SPECIFICATIONS

Total Capacity (cu. ft.) 17

Product Width 29 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 30"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 32 31/32"

Door Swing Reversible

Annual  Energy Consumption 319 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 421

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

T30IR70NSP

30-Inch Flush, Reversible Door Swing

Build Your Custom Column

See pages 230-231 for details.

FREEDOM® COLLECTION  30-INCH FRESH FOOD COLUMN

Model: Flush Column T30IR70NSP

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

SIDE-BY-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-by-
Side Sealing Kit (BSEALKIT10) must be used to ensure a stable 
connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10).

AT THE END OF A KITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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   * Depends on the 
thickness of the furniture 
door. 3/4" is relevant for 
the stainless steel door 
(special accessory).

*** Required space for 
finger guard.

A: Area for installation of power connection. 

D:  Niche depth depends on kitchen design. 
For a flush installation, the depth needs to 
be at least 24 inches plus the thickness of 
the door panel.

(Panel 
Height)

(Cabinet 
Height)
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FREEDOM® COLLECTION  30-INCH FRESH FOOD COLUMN

Model: Flush Column T30IR70NSP

FLUSH COLUMN CUTOUT DIMENSIONS

PANEL DIMENSIONSTOP vIEw CLEARANCE

Panel dimensions 
based on a standard 
1/8" reveal and 4" 
toe kick. Custom 
panel dimensions 
may vary depending 
on kitchen reveals 
and toe kick.

All refrigerators are UL and CUL approved.
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SPECIFICATIONS

Total Capacity (cu. ft.) 17

Product Width 29 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 30"

Cutout Height 84"

Cutout Depth 24" Minimum

Door Swing Clearance 32 21/32"

Door Swing Reversible

Annual  Energy Consumption 319 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 421

*Depth without door panel

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

T30BR70FSE

30-Inch Framed, Right-Hand Door Swing

Pre-assembled with Chiseled Stainless 
Steel Panels and Professional Handle

FREEDOM® COLLECTION  30-INCH FRESH FOOD COLUMN

Model: Framed Column T30BR70FSE

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

SIDE-By-SIDE INSTALLATIONS

When two framed appliances are installed side-by-side, 
use TE42UKIT10 or TE48UKIT10 to ensure a stable 
connection. These kits are for 42-inch or 48-inch side-by-
side combinations and include the side-by-side sealing kit 
(BSEALKIT10) and a 42-inch or 48-inch top frame part to 
maintain the framed design.

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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FREEDOM® COLLECTION  30-INCH FRESH FOOD COLUMN

Model: Framed Column T30BR70FSE

TOP VIEW CLEARANCE

FRAMED COLUMN CUTOUT DIMENSIONS

A:  Area for installation of power 
connection.

B:  Area for running the water line. It is 
recommended that the water-box is 
placed adjacent to the installation 
cavity, so that it can be accessed 
for service without uninstalling the 
appliance. If this is not possible, place 
the recessed water-box adjacent to 
the water supply socket elevated at 
the heights as referenced in areas A 
and B.

D:  The niche must be minimum 24 
inches deep.

293/4"24"

84"795/8"

71/8"

4" 24"

213/16" -

43/16"

293/4"

Frame

113/16"

51/8"

15"

A

B

21/8"

30"

84"

44/5"
D

Fingerguard

Frame

(Panel 
Height)

(Cabinet Height)

Frame

 35/38"

 min. 3/5"

3221/32"

*145/16"

90°

115°

24"

30"

293/4"

1/8" 1/8"

Frame

* Door handle must be 
added to this dimension

All refrigerators are UL and CUL approved.
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FREEDOM® COLLECTION  18-INCH FREEZER COLUMN

Models: Flush Column T18ID80NRP, T18ID80NLP, T18IF70NSP

SPECIFICATIONS
T18ID80NRP 
T18ID80NLP T18IF70NSP

Total Capacity (cu. ft.) 8.5

Product Width 17 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 18"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 20 21/32"

Door Swing Varies by Model

Annual  Energy  
Consumption

375 kWh 332 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 300

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

T18ID80NRP 
Right-hand 
door swing

T18ID80NLP 
Left-hand 
door swing

18-Inch Flush 
with External 
Ice and Water 
Dispenser

Build Your 
Custom 
Column

See pages 
230-231 for 
details.

T18IF70NSP 
18-Inch Flush, 
Reversible 
Door Swing

Build Your 
Custom 
Column

See pages 
230-231 for 
details.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

SIDE-by-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-
by-Side Sealing Kit (BSEALKIT10) must be used to ensure a 
stable connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating 
Kit (XHEATKIT10).

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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All refrigerators are UL and CUL approved.
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FREEDOM® COLLECTION  18-INCH FREEZER COLUMN

Models: Flush Column T18ID80NRP, T18ID80NLP, T18IF70NSP

FLUSH COLUMN CUTOUT DIMENSIONS PANEL DIMENSIONS**

TOP VIEW CLEARANCE

173⁄4

797⁄8

4
Water connection  
at the appliance

173⁄4

91⁄16

141⁄2

797⁄8

4

Variable water connection 
at the appliance

173⁄4
T18ID80NLP

T18IF70NSP

A: Area for installation of power connection. 

B:  Area for running the water line. It is recommended that the water-box is 
placed adjacent to the installation cavity, so that it can be accessed for 
service without uninstalling the appliance. If this is not possible, place the 
recessed water-box adjacent to the water supply socket elevated at the 
heights as referenced in area A+B.

D:  Niche depth depends on kitchen design. For a flush installation, the depth 
needs to be at least 24 inches plus the thickness of the door panel.

** Panel dimensions based on a 
standard 1⁄8" reveal and 4" toe 
kick. Custom panel dimensions 
may vary depending on kitchen 
reveals and toe kick. 

   * Depends on the 
thickness of the  
furniture door. 3⁄4" 
is relevant for the 
stainless steel door 
(special accessory).

*** Required space for 
finger guard.
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FREEDOM® COLLECTION  18-INCH FREEZER COLUMN

Models: Framed Column T18BD80FLE, T18BF70FSE

T18BD80FLE 
18-Inch Framed 
with External 
Ice and Water 
Dispenser, 
Left-Hand  
Door Swing

Pre-assembled 
with Chiseled 
Stainless Steel 
Panels and 
Professional 
Handle

See pages  
230-231  
for details.

T18BF70FSE 
18-Inch Framed, 
Left-Hand Door 
Swing

Pre-assembled 
with Chiseled 
Stainless Steel 
Panels and 
Professional 
Handle

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

SIDE-By-SIDE INSTALLATIONS

When two framed appliances are installed side-by-side, 
use TE42UKIT10 or TE48UKIT10 to ensure a stable 
connection. These kits are for 42-inch or 48-inch side-by-
side combinations and include the side-by-side sealing kit 
(BSEALKIT10) and a 42-inch or 48-inch top frame part to 
maintain the framed design.

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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All refrigerators are UL and CUL approved.

SPECIFICATIONS T18BD80FLE T18BF70FSE

Total Capacity (cu. ft.) 8.5

Product Width 17 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 18"

Cutout Height 84"

Cutout Depth** 24" Minimum

Door Swing Clearance 20 21/32"

Door Swing Left Hand Swing

Annual  Energy  
Consumption

375 kWh 331 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 328 318

*Depth without door panel



173/4" 24"

84"
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43/16"
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Frame
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21/8"

18"
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44/5"
D

Finger-
guard

Frame

(Panel 
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A: Area for installation of power connection.

B:  Area for running the water line. It is recommended that the water-box 
is placed adjacent to the installation cavity, so that it can be accessed 
for service without uninstalling the appliance. If this is not possible, 
place the recessed water-box adjacent to the water supply socket 
elevated at the heights as referenced in areas A and B.

D: The niche must be minimum 24 inches deep.
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FREEDOM® COLLECTION  18-INCH FREEZER COLUMN

Models: Framed Column T18BD80FLE, T18BF70FSE

FRAMED COLUMN CUTOUT DIMENSIONS

* Door handle must be added to this dimension.

TOP VIEW CLEARANCE

T18BD80FLE T18BD80FLE

T18BF70FSET18BF70FSE

173/4" 24"

84"

795/8"

71/8"

4"24"

2 13/16" -

4 3/16"

17 3/4"

Frame

113/16"

51/8"

9"

A

B

21/8"

18"

84"

44/5"
D

Fingerguard

Frame

(Panel 
Height)

(Cabinet Height)

 

 

 

Frame

 35/38"

 min. 3/5"

Frame
**97/32"

90°

115°

24"

2021/32"

18"

173/4"

1/8" 1/8"

Frame

 35/38"

 min. 3/5"

Frame
**97/32"

90°

115°

24"

2021/32"

18"

173/4"

1/8" 1/8"
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FREEDOM® COLLECTION  24-INCH FREEZER COLUMN

Models: Flush Column T24ID80NRP, T24ID80NLP, T24IF70NSP

T24ID80NRP 
Right-hand door 
swing

T24ID80NLP 
Left-hand door 
swing

24-Inch Flush 
with External 
Ice and Water 
Dispenser

Build Your 
Custom Column

See pages  
230-231 for 
details.

T24IF70NSP 
24-Inch Flush, 
Reversible 
Door Swing

Build Your 
Custom 
Column

See pages  
230-231 for 
details.

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

SIDE-by-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-
by-Side Sealing Kit (BSEALKIT10) must be used to ensure a 
stable connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating 
Kit (XHEATKIT10).

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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All refrigerators are UL and CUL approved.

SPECIFICATIONS
T24ID80NRP 

T24ID80NLP T24IF70NSP

Total Capacity (cu. ft.) 12.2

Product Width 23 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 24"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 26 21/32"

Door Swing Right Hand 
Swing, Left  
Hand Swing

Reversible

Annual  Energy  
Consumption

505 kWh 446 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 375 367

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel



(Panel 
Height)

(Cabinet 
Height)
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FREEDOM® COLLECTION  24-INCH FREEZER COLUMN

Models: Flush Column T24ID80NRP, T24ID80NLP, T24IF70NSP

FLUSH COLUMN CUTOUT DIMENSIONS PANEL DIMENSIONS**

TOP VIEW CLEARANCE

T24ID80NLP

A:  Area for installation of power connection. 

B:  Area for running the water line. It is recommended that the water-box is 
placed adjacent to the installation cavity, so that it can be accessed for 
service without uninstalling the appliance. If this is not possible, place the 
recessed water-box adjacent to the water supply socket elevated at the 
heights as referenced in area A+B.

D:   Niche depth depends on kitchen design. For a flush installation, the depth 
needs to be at least 24 inches plus the thickness of the door panel.

   * Depends on the 
thickness of the 
furniture door. 3⁄4" 
is relevant for the 
stainless steel door 
(special accessory).

*** Required space for 
finger guard.

233⁄4

91⁄16

141⁄2

797⁄8

4

Variable water connection 
at the appliance

T24ID80NRP

233⁄4

797⁄8

4

Water connection  
at the appliance

T24IF70NSP

** Panel dimensions based on a 
standard 1⁄8" reveal and 4" toe 
kick. Custom panel dimensions 
may vary depending on 
kitchen reveals and toe kick.
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FREEDOM® COLLECTION  30-INCH FREEZER COLUMN

Model: Flush Column T30IF70NSP

SPECIFICATIONS

Total Capacity (cu. ft.) 15.9

Product Width 29 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 30"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 32 31/32"

Door Swing Reversible

Annual  Energy Consumption 482 Kwh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 186

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

T30IF70NSP 
30-Inch Flush, 
Reversible Door Swing

Build Your Custom Column

See pages 230-231  
for details.

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIVIDUAL COLUMN INSTALLATIONS

SIDE-By-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-
by-Side Sealing Kit (BSEALKIT10) must be used to ensure a 
stable connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating 
Kit (XHEATKIT10).

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIVIDUAL APPLIANCES WITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).

4

2

3

1

All refrigerators are UL and CUL approved.
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(Panel 
Height)

(Cabinet 
Height)

Furniture return min. 
4 inch deep

FREEDOM® COLLECTION  30-INCH FREEZER COLUMN

Model: Flush Column T30IF70NSP

FLUSH COLUMN CUTOUT DIMENSIONS

TOP VIEW CLEARANCE

A:  Area for installation of power connection. 

B:  Area for running the water line. It is 
recommended that the water-box is placed 
adjacent to the installation cavity, so that it can 
be accessed for service without uninstalling 
the appliance. If this is not possible, place the 
recessed water-box adjacent to the water supply 
socket elevated at the height as referenced in 
area A+B.

D:  Niche depth depends on kitchen design. For a 
flush installation, the depth needs to be a least 
24 inches plus the thickness of the door panel.

   * Depends on the 
thickness of the furniture 
door. 3⁄4" is relevant for 
the stainless steel door 
(special accessory).

*** Required space for 
finger guard.

293⁄4

797⁄8

4

Water connection  
at the appliance

PANEL DIMENSIONS**

** Panel dimensions based on a 
standard 1⁄8" reveal and 4" toe 
kick. Custom panel dimensions 
may vary depending on kitchen 
reveals and toe kick.
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FREEDOM® COLLECTION  36-INCH 2-DOOR BOTTOM FREEZER

Model: Flush Unit T36IB70NSP

SPECIFICATIONS

Total Capacity (cu. ft.) 19.6

Refrigerator Capacity (cu. ft.) 14.3

Freezer Capacity (cu. ft.) 5.3

Product Width 35 3/4''

Product Height 84"

Product Depth* 24"

Cutout Width 36"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 38 21/32"

Door Swing Reversible

Annual  Energy Consumption 435 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 529

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

T36IB70NSP 
36-Inch Flush, 2-Door, Reversible Door Swing

Build Your Custom Column

See pages 230–231 for details.

ACCESSORIES

See pages 232–233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIVIDUAL COLUMN INSTALLATIONS

SIDE-By-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-
by-Side Sealing Kit (BSEALKIT10) must be used to ensure a 
stable connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating 
Kit (XHEATKIT10).

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIVIDUAL APPLIANCES WITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).

4

2

3

1

All refrigerators are UL and CUL approved.
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FREEDOM® COLLECTION  36-INCH 2-DOOR BOTTOM FREEZER

Model: Flush Unit T36IB70NSP

FLUSH UNIT CUTOUT DIMENSIONS

TOP VIEW CLEARANCE PANEL DIMENSIONS**

A: Area for installation of power connection. 

B:  Area for running the water line. It is 
recommended that the water-box is placed 
adjacent to the installation cavity, so that it can 
be accessed for service without uninstalling 
the appliance. If this is not possible, place the 
recessed water-box adjacent to the water supply 
socket elevated at the height as referenced in 
area A+B. 

D:  Niche depth depends on kitchen design. For a 
flush installation, the depth needs to be at least 
24" plus the thickness of the door panel.

** Panel dimensions 
based on a standard 
1⁄8" reveal and 4" toe 
kick. Custom panel 
dimensions may vary 
depending on kitchen 
reveals and toe kick.

   * Depends on the 
thickness of the 
furniture door. 3⁄4" 
is relevant for the 
stainless steel door 
(special accessory). 

*** Required space for  
finger guard.
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FREEDOM® COLLECTION  36-INCH FRENCH DOOR BOTTOM FREEZER

Models: Flush Unit T36IT71NNP, Flush Pre-Assembled Unit T36IT71FNS

SPECIFICATIONS

Total Capacity (cu. ft.) 19.6

Refrigerator Capacity (cu. ft.) 14.3

Freezer Capacity (cu. ft.) 5.3

Product Width 35 3/4''

Product Height 84"

Product Depth* 24"

Cutout Width 36"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 20 21/32"

Annual  Energy Consumption 448 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 545

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

ACCESSORIES

See pages 232–233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIVIDUAL COLUMN INSTALLATIONS

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIVIDUAL APPLIANCES WITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).

4

2

3

1

All refrigerators are UL and CUL approved.

T36IT71NNP 
36-Inch Flush, 3-Door

Build Your Custom Column 

T36IT71FNS 
36-Inch Flush, 3-Door

Pre-assembled with Chiseled Stainless Steel Panels 
and Professional Handles

See pages 230–231 for details.
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FREEDOM® COLLECTION  36-INCH FRENCH DOOR BOTTOM FREEZER

Models: Flush Unit T36IT71NNP, Flush Pre-Assembled Unit T36IT71FNS

(Panel 
Height) (Cabinet 

Height)

Furniture return min. 
4 inch deep 
(for flush sidewalls)

FLUSH UNIT CUTOUT DIMENSIONS

TOP VIEW CLEARANCE PANEL DIMENSIONS (For Model T36IT71NNP)**

A: Area for installation of power connection. 

B:  Area for running the water line. It is 
recommended that the water-box is placed 
adjacent to the installation cavity, so that it can 
be accessed for service without uninstalling 
the appliance. If this is not possible, place the 
recessed water-box adjacent to the water supply 
socket elevated at the height as referenced in 
area A+B. 

D:  Niche depth depends on kitchen design. For a 
flush installation, the depth needs to be at least 
24 inches plus the thickness of the door panel.

   * Depends on the 
thickness of the 
furniture door. 
3⁄4" is relevant for 
the stainless steel 
door (special 
accessory). 

*** Required space 
for finger guard.

** Panel dimensions 
based on a standard 
1⁄8" reveal and 4" toe 
kick. Custom panel 
dimensions may vary 
depending on kitchen 
reveals and toe kick.
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FREEDOM® COLLECTION  36-INCH FRENCH DOOR BOTTOM FREEZER

Model: Framed Unit T36BT71FSE

SPECIFICATIONS

Total Capacity (cu. ft.) 19.6

Refrigerator Capacity (cu. ft.) 14.3

Freezer Capacity (cu. ft.) 5.3

Product Width 35 3/4''

Product Height 84"

Product Depth* 24"

Cutout Width 36"

Cutout Height 84"

Cutout Depth 24" Minimum

Door Swing Clearance 20 21/32"

Annual  Energy Consumption 448 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 545

*Depth without door panel

T36BT71FSE 
36-Inch Framed, 3-Door

Pre-assembled with Chiseled Stainless Steel 
Panels and Professional Handles

ACCESSORIES

See pages 232–233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIvIDUAL COLUMN INSTALLATIONS

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIvIDUAL APPLIANCES wITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).

4

2

3

1

All refrigerators are UL and CUL approved.
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FREEDOM® COLLECTION  36-INCH FRENCH DOOR BOTTOM FREEZER

Model: Framed Unit T36BT71FSE

FRAMED UNIT CUTOUT DIMENSIONS

TOP VIEW CLEARANCE

A:  Area for installation of power connection. 

B:  Area for running the water line. It is 
recommended that the water-box is 
placed adjacent to the installation cavity, 
so that it can be accessed for service 
without uninstalling the appliance. If this 
is not possible, place the recessed water-
box adjacent to the water supply socket 
elevated at the heights as referenced in 
area A and B. 

D:  The niche must be minimum 24" deep.

   * Required space for finger guard. 

** Door handle must be added to this dimension.

(Panel 
Height)

(Cabinet Height)
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FREEDOM® COLLECTION  18-INCH WINE PRESERVATION COLUMN

Model: Flush Column T18IW50NSP

SPECIFICATIONS

Bottle Capacity (750 ml) 70

Product Width 17 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 18"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 21 21/32"

Specify Door Swing Reversible

Energy Consumption 365 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 314

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

T18IW50NSP 
18-Inch Flush, Reversible Door Swing

Build Your Custom Column

See pages 230-231 for details.

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIVIDUAL COLUMN INSTALLATIONS

SIDE-By-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-
by-Side Sealing Kit (BSEALKIT10) must be used to ensure a 
stable connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating 
Kit (XHEATKIT10).

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIVIDUAL APPLIANCES WITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).

4
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1

All refrigerators are UL and CUL approved.
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FREEDOM® COLLECTION  18-INCH WINE PRESERVATION COLUMN

Model: Flush Column T18IW50NSP

FLUSH COLUMN CUTOUT DIMENSIONS

PANEL DIMENSIONS**TOP VIEW CLEARANCE

A: Area for installation of power connection. 

D:  Niche depth depending on kitchen design. 
For a flush installation, the depth needs to 
be at least 24 inches plus the thickness of 
the door panel.

 † The width of the two lateral flanges of the frame-like 
door panel for wine coolers can vary between  
2 1/2" and 3 1/4". However, 2 5/16" is recommended.

** Panel dimensions based on standard 1/8" inch reveal 
and 4 inch toe kick. Custom panel dimensions may 
vary depending on kitchen reveals and toe kick.

5 7/8

10 1/8

   * Depends on the 
thickness of the 
furniture door. 3/4" 
is relevant for the 
stainless steel door 
(special accessory).

*** Required space for 
finger guard.
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FREEDOM® COLLECTION  24-INCH WINE PRESERVATION COLUMN

Model: Flush Column T24IW50NSP

SPECIFICATIONS

Bottle Capacity (750 ml) 98

Product Width 23 3/4"

Product Height 84"

Product Depth* 24"

Cutout Width 24"

Cutout Height 84"

Cutout Depth** 24 3/4"

Door Swing Clearance 26 21/32"

Specify Door Swing Reversible

Energy Consumption 380 kWh

Electrical Supply 120V/15 Amp Circuit

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 376

  *Depth without door panel
**Cutout depth for flush installation with 3/4" thick panel

T24IW50NSP 
24-Inch Flush, Reversible Door Swing

Build Your Custom Column

See pages 230-231 for details.

ACCESSORIES

See pages 232-233 for Freedom Collection accessories.

INSTALLATION OPTIONS

The Freedom® Collection offers you a variety of installation 
possibilities. In some instances, special accessories are required!

INDIVIDUAL COLUMN INSTALLATIONS

SIDE-By-SIDE INSTALLATIONS

When two appliances are installed side-by-side, the Side-
by-Side Sealing Kit (BSEALKIT10) must be used to ensure a 
stable connection.

When combining two appliances with a freezing function 
(e.g. two freezers or one bottom mount appliance and one 
freezer), use the Extreme Combination Side-by-Side Heating 
Kit (XHEATKIT10).

AT THE END OF A kITCHEN

If one side of the appliance is visible, a side panel must be used.

The side panel must be connected firmly to the wall, the floor 
and the overhead furniture/fixtures before the appliance is placed 
in the cavity.

The dimensions of the side panel are taken from the opposite 
cavity wall. During installation ensure that the cavity is square and 
the exact size.

INDIVIDUAL APPLIANCES WITH PARTITION

When dimensioning the partition for model 4, note the thickness 
of the furniture fronts to prevent damage if the doors are opened 
at the same time.

Use the Extreme Combination Side-by-Side Heating Kit 
(XHEATKIT10) if the gap between the appliance is less than 
6" (160 mm) or for permanent connection of two individual 
appliances, (e.g. freezer or bottom mount appliance next to  
a freezer).

Minimum thickness of the partition 5/8" (16 mm).
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All refrigerators are UL and CUL approved.
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(Cabinet 
Height)

Furniture return  
min. 4 inch deep  
(for flush sidewalls)

FREEDOM® COLLECTION  24-INCH WINE PRESERVATION COLUMN

Model: Flush Column T24IW50NSP

FLUSH COLUMN CUTOUT DIMENSIONS

PANEL DIMENSIONS**TOP VIEW CLEARANCE

A: Area for installation of power connection. 

D:  Niche depth depending on kitchen 
design. For a flush installation, the depth 
needs to be at least 24 inches plus the 
thickness of the door panel.

   * Depends on the 
thickness of the 
furniture door. 3/4" 
is relevant for the 
stainless steel door 
(special accessory).

*** Required space for 
finger guard.

10 1/8

 † The width of the two lateral flanges of the frame-like 
door panel for wine coolers can vary between  
2 1/2" and 3 1/4". However, 2 5/16" is recommended.

** Panel dimensions based on standard 1/8" reveal 
and 4" toe kick. Custom panel dimensions may vary 
depending on kitchen reveals and toe kick.
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